MATERIALS:
CLAMPS: MALLEABLE OR DUCTILE IRON.
U-BOLTS: STEEL.
BRAIDS: TINNED COPPER.

FINISH:
CLAMPS AND U-BOLTS ARE HOT DIP GALVANIZED.

CROUNDING & BONDING JUMPERS
FOR RIGID STEEL, IMC & EMT
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EXPANSION FITTINGS

MATERIALS:
HEAD: MALLEABLE OR DUCTILE IRON.
SLEEVE: STEEL.
INSULATING BUSHING: PHENOLIC,
FINISH:

HOT DIP GALVANIZED.
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6’ (152 mm) PVC SHED, 40 SLEEVE COVERING RUBBER BOOT.
PACK WITH DUCT SEAL TO HOLD IN PLACE AROUND RUBBER BOOT.
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STAINLESS STEEL CLAMPS (BANDS)
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INTERNAL BONDING JUMPER
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COMBINATION DEFLECTION/EXPANSION FITTINGS

FOR RIGCID METAL CONDUIT & IMC

FITTING CAN BE USED EXPOSED OR EMBEDDED IN CONCRETE.
MATERIALS:
SLEEVE: NEOPRENE.
END COUPLINGS: BRONZE.
BONDING JUMPER: TINNED
BANDS: STAINLESS STEEL.

COPPER BRAIDS.

FINISH:
ALL MALLEABLE, DUCTILE IRON OR STEEL PARTS
ARE HOT DIP GALVANIZED.
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